ULTRA SCREEN
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FASTENER
18 GA. METAL FRAMING B/O

SHEATHING B/O

1/4" SHIM SPACE

ALUMINUM CLIP AND PANHEAD

BACKER ROD AND CAULK

ACM PANEL—

+ Our clip and caulk system
is an exposed sealant joint
utilizing backer rod and
sealant in the joint system.

* Engineered System

+ Eliminates the need for any
air or vapor barriers

« Ultra Screen is pleased to
partner with the following
ACM sheet providers:

+ Alpolic

+ Alucobond

AVAILABLE
TEST CRITERIA:

+ ASTM 331

+ ASTM E 330-2
+ ASTM E 331

+ ASTM 283-04
* AAMA 508-07
* AAMA 509

* NFPA 285 / UBC-26-9
+ ASTM E 84

* ASTME 162
+ASTME 8

+ ASTM D 696

+ ASTM D 648

+ ASTM C 518

*Tests available through
select sheet providers

14432 State Route 141 South | Clay, KY
270.333.9552 or 800.874.7326
ultrascreencomposites.com

RS-1CJ-(Caulk Joint System)
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System Features

The RS-1CJ is our clip and caulk system. This
system utilizes a clip attachment with a caulk joint
eliminating the need for vapor or air barriers. This
system is economical, offers ease of installation,
and presents design flexibility with curves or radius
design. This system meets ASTM-283-04, ASTM
331-00, and ASTM E 330-02.

Appearance Superior Components
Our ACM sheets are

PVDF coated aluminum

This system is
available in 4 mm or
6 mm in a variety of composite sheet with
colors and finishes a carbon core. These
included wood grain, sheets are extremely
natural metal finishes flat, corrosion resistant,
and many more. and have high stability
against the elements.
Aluminum composite
panels offer unique
design flexibility and
are also available in

FR (fire-rated) core



